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Ashcroft® Pressure Transmitters

TR/PI-24A

SENSOR ELECTRICAL TERMINATIONS

K1, K2, K8 A2, A4 A2, A4 WELDED ONLY

Hirschmann

M12

Bendix – 4 & 6-Pin

Braided Shield Cable
PVC Sheath

1⁄2 NPT Male Conduit

4-Inch Leads

A2X

4 Pin Bendix
Style

Shell Size 8

Shielded Cable
Flying Leads

Conduit
1⁄2 NPT Male

4 Pin Bendix
Style

Shell Size 8

Pigtail
Conduit –

1⁄2 NPT Male

DIN-34650-A

Pigtail
Plastic Molded
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KM15

Shielded Cable

Metri-Pack 150

Flying Leads

 

SENSOR ELECTRICAL TERMINATIONS Cont.
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G2  ELECTRICAL TERMINATIONS

T2  ELECTRICAL TERMINATIONS

      

Shown with
mating

connector
attached

 
   

 
      

 DIN C
43650

Flying Leads
1 Meter, 18 AWG

Shielded Leads
1 Meter, PVC Jacket 24 AWG

Shielded Cable
PVC Jacket, 3´ Length

Standard, 24AWG Leads

Bendix (Circular)
Mates to Amphenol

PTO6-8-4S-SR or similar

M12
Mates to Hirschmann
933 172-100 or similar

DIN A 43650
Mates to Hirschmann
GDM 3009 or similar

3-Pin Metri-Pack
Mater to MetriPack

connector body 
12065286

Mini Hirschmann
Mates to Hirschmann

G4W1F connector
or similar

AMP
Superseal

Deutsch
DT04-3P

Deutsch
DTM04-3P

Shown with Mating
Connector Attached

MATING CONNECTOR
LOCATION AND SIZE MATING CONNECTOR

LOCATION AND SIZE


